
 

Route: FAI 57 (I-57) 
Section: 61-(1,1-1,1-2,2)RS-1 
County: Marion 
Contract: 76F79 
D-98-064-12 
Limits: Jefferson County Line to 0.7 miles North of IL 161 
 
 
We have reviewed the pavement design for the above referenced project which 
was most recently submitted on December 13, 2019.  The scope of the project 
involves reconstructing the I-57 mainline pavement and portions of the ramps for 
the IL 161 interchange. 
 
Since the traffic factor for this section of I-57 exceeds 60, we concur with the 
district that the pavement design qualifies as a “special design” and the use of 
continuously reinforced concrete pavement is warranted.  We also concur with 
the decision to not consider rubblization or an unbonded concrete overlay due to 
the existing fore slopes and condition of the existing pavement. 
 
In summary the approved pavement designs are as follows: 
 
I-57 Reconstruction 
11.75” CRC w/PCC Shoulders 
4” HMA Stabilized Subbase 
12” Improved Subgrade 
 
IL 161 Interchange Ramps 
9” PCC w/PCC Shoulders 
4” Stabilized Subbase 
12” Improved Subgrade 
 
If you have any questions, please contact Mike Brand at (217) 782-7651. 

 
 Memorandum 
 _________________________________________________  
 
 To: Keith Roberts Attn:  Kirk H. Brown 

 From: Jack A. Elston By:  Michael Brand 

 Subject: Pavement Design Approval 

 Date: December 16, 2019 
 ______________________________________________________________  
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DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS
TYPICAL SECTIONS

IL ROUTE 161 INTERCHANGE RAMPS
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